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@®Features F¥PE
5. RoHS compliant #&RoHSER#E

1. Available in E6 series "] FHTFE6F&7I

2. Highinductanceupto10mH TiE10mHE S B E :
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4. ‘
@ Application Hi&

Low 6.0 mm profile  /NEI{L L5 #)(RT3£6.0mm)
1. Input/output of DC/DC converters i N/ HAIDC/DCEEEZZ 2 B R T [E 28

Gullwing leads BSRLZRIZH

2. Power supplies for: B R R

a: Portable communication equipment EMXEEEE
b: Camcorders RN
c:LCDTvs B

d: Car radios REWEN
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SERIESNAME DIMENSIONS INDUCTANCE TOLERANCE CODE PACKING CODE
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Type(# ) A | B C D E | F ¢ | B |
SRH0906 10.5max | 9.5+0.3 | 6.0+0.3 | 11.0+0.5 | 12.5+0.5  0.7+0.1 | 2.5+0.3 | 3.0max
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SRH0906 SERIES
SPECIFICATION TABLE:
DCR(m{}) Isat(A Irms(A SRF o
e | i | ot Lo 9 GwRILH) | GIDLH | o) o
Max Typ Typ Max Min

SRH0906-2R7M 2.7 32 23 5.80 3.20 85.0 7.96M
SRH0906-3R5M 3.5 36 23 5.20 5.60 80.0 7.96M
SRH0906-4R7M 4.7 40 23 4.30 270 40.0 7.96M
SRH0906-5R6M 5.6 46 23 4.20 2 50 57.0 7.96M
SRH0906-6R8M 6.8 50 23 3.40 230 38.0 7.96M
SRH0906-8R2M 8.2 55 23 3.20 510 30.0 7.96M
SRH0906-100M 10.0 80 35 2.00 1.80 29.0 2.52M
SRH0906-120M 12.0 85 35 2.60 £.00 26.0 2.52M
SRH0906-150M 15.0 100 35 2.40 1.60 23.0 2.52M
SRH0906-180M 18.0 110 35 2.00 1.50 22.0 2.52M
SRH0906-220M 22.0 130 35 1.90 1.60 19.0 2.52M
SRH0906-270M 27.0 140 35 1.80 1.30 17.0 2.52M
SRH0906-330M 33.0 150 35 1.60 1.20 15.0 2.52M
SRHO0906-390M 39.0 160 35 1.40 1.10 14.0 2.52M
SRH0906-470M 47.0 180 35 1.30 1.00 12.0 2.52M
SRH0906-560M 56.0 300 35 1.20 0.93 12.0 2.52M
SRH0906-680M 68.0 350 40 1.00 0.85 9.0 2.52M
SRH0906-820M 82.0 370 40 0.90 0.78 8.0 2.52M
SRH0906-101L 100.0 420 40 0.90 0.70 7.5 796K
SRH0906-121L 120.0 480 40 0.75 0.65 7.0 796K
SRH0906-151L 150.0 550 40 0.70 0.60 6.0 796K
SRH0906-181L 180.0 820 40 0.70 0.52 5.5 796K
SRHO0906-221L 220.0 1000 40 0.60 0.48 5.0 796K
SRH0906-271L 270.0 1100 40 0.55 0.44 5.0 796K
SRH0906-331L 330.0 1300 40 0.51 0.40 45 796K
SRH0906-391L 390.0 1400 40 0.50 0.38 4.2 796K
SRH0906-471L 470.0 1600 40 0.40 0.35 4.0 796K
SRH0906-561L 560.0 2700 60 0.35 0.28 3.2 796K
SRH0906-681L 680.0 3200 60 0.33 0.25 2o 796K
SRH0906-821L 820.0 3500 85 0.30 0.23 2.6 796K
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SRH0906 SERIES
SPECIFICATION TABLE:
DCR(mQ) Isat(A) Irms(A) SRF
e LiwH) | LD Q GBI | GRIBLE | (Mha) —
() L&A FREQ(Hz)
Max Typ Typ Max Min
SRH0906-102L 1000.0 4000 100 0.26 0.22 2.3 252K
SRH0906-122L 1200.0 4400 100 0.24 0.20 2.3 252K
SRH0906-152L 1500.0 5200 100 0.22 0.18 2.0 252K
SRH0906-182L 1800.0 7000 100 0.20 017 1.7 252K
SRH0806-222L 2200.0 8500 100 0.18 0.16 1.5 252K
SRH0906-272L 2700.0 9200 100 0.17 0.14 1.4 252K
SRH0906-332L 3300.0 11000 100 0.15 0.12 1.3 252K
SRH0906-392L 3900.0 16000 100 0.13 0.11 1.2 252K
SRH0906-472L 4700.0 19000 100 0.11 010 1.0 252K
SRH0906-562L 5600.0 21000 100 0.11 0.09 0.9 252K
SRH0906-682L 6800.0 24000 100 0.10 0.09 0.9 252K
SRH0906-822L 8200.0 31000 100 0.09 0.08 0.8 252K
SRH0906-103L 10000.0 38000 100 0.08 0.07 0.7 79.6K
Remark:

<1>Inductance tested at 1.0Vrms

<2>|sat:The value of curret indicates that inductance drops 10%(Typ) from its initial value
<3>Irms:The value of current indicates that the temperature of the coil is increase 40°C(Max)
<4>0perating temp range:-40C-——-+85TC

<5>Electrical specifications at:20C

Http://www.coilsfenfa.com







